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3 3 0 S P E C I F I C A T I O N S

English Metric
Injection Unit Specifications A' A B A' A B
Inj. Capacity, Max. GPPS oz 8 11 13 gm 226 312 368
Theoretical Disp in^3 15.3 19.4 24.0 cm^3 251 318 393
Max. Inj. Press. Note 1 psi 34,800 27,500 22,275 bar 2,400 1,896 1,536
Max. Inj. Rate Note 1 in^3/sec 13.0 16.5 20.3 cm^3/sec 213 270 333
Max. Inj. Speed, Note 1 in/sec 6.7 6.7 6.7 mm/sec 170 170 170
Max. Pack Press. psi 34,800 27,500 22,275 bar 2,400 1,896 1,536
Max. Pull Back Force lbs 17,000 17,000 17,000 N 75,620 75,620 75,620
Screw Stroke in 7.87 7.87 7.87 mm 200 200 200
Screw Dia. in 1.57 1.77 1.97 mm 40 45 50
Screw L/D Ratio 22:1 22.2:1 20:1 22:1 22.2:1 20:1
Screw Performance STD HTLS STD HTLS

Screw Speed, Max. rpm 360 280 rpm 360 280
Screw Torque, Max. ft-lb 634 848 Nm 860 1,150

Barrel Heat Control
No. of Pyrometers (barrel/nozzle) 3/1 3/1 3/1 3/1 3/1 3/1
Total Heat Capacity kw 12.65 14.9 14.9 kw 12.65 14.9 14.9

Sled Pull-in Force ton 4.1 Tonf 3.7

Clamp Specifications
Tonnage ton 330 Tonf 300
Maximum Daylight in 50 mm 1,270
Max./Min. Mold Height in 26.4/7.9 mm 670/200
Max. Mold Wt. lbs 8,300 kg 3,765
Max. Clamp Stroke in 23.62 mm 600
Clamp Speed

Euromap Dry Cycle Time sec < 2.5 sec < 2.5
Platen Size in 40.55 x 40.55 mm 1,030 x 1,030
Tie Bar Spacing in 27.6 x 27.6 mm 700 x 700
Tie Rod Diameter in 4.72 mm 120
Ejector Stroke in 7.87 mm 200
Max. Ejector Force ton 8.5 Tonf 7.7
Max. Eject Speed in/sec 10.4 mm/sec 265

Machine Specifications
Length, Note 2 in 278.1 mm 7,065
Width in 74.1 mm 1,881
Height in 90.5 mm 2,298
Centerline Ht. in 55.1 mm 1,400
Shipping Weight lbs 32,700 kg 14,832

Electric Specifications
Input Power Source
230 VAC +/- 10% 3Ph 60Hz Std.
Power Machine kVA 35
Supply Optional Core kVA 11(10 Hp) or 16 (15 Hp)

Max. Total Capacity kVA 51
Machine Transformer Size kVA 51

Machine Requirements
Water (Feedthroat) 4 gpm @ 50 psi
Air 80 psi @ 20 cfm
Notes: 1) Limitations may apply in certain conditions 2) Working position with sled forward 

Power
Supply
Capacity
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55mm

3 3 0 S P E C I F I C A T I O N S

English English Metric
Injection Unit Specifications A B C A B C
Inj. Capacity, Max. GPPS oz 21 29 34 gm 595 822 963
Theoretical Disp in^3 37.7 52.6 61.1 cm^3 617 862 1,000
Max. Inj. Press., Note 1 psi 27,500 19,700 17,000 bar 1,896 1,358 1,172
Max. Inj. Rate, Note 1 in^3/sec 31.7 44.2 51.3 cm^3/sec 519 724 840
Max. Inj. Speed, Note 1 in/sec 8.6 8.6 8.6 mm/sec 218 218 218
Max. Pack Press. psi 27,500 19,700 17,000 bar 1,896 1,358 1,172
Max. Pull Back Force lbs 17,000 17,000 17,000 N 75,620 75,620 75,620
Screw Stroke in 10.24 10.24 10.24 mm 260 260 260
Screw Dia. in 2.16 2.56 2.76 mm 55 65 70
Screw L/D Ratio 23.6:1 20:1 18.6 23.6:1 20:1 18.6:1
Screw Performance

Screw Speed, Max. rpm 230 230 230 rpm 230 230 230
Screw Torque, Max. ft-lb 1,350 1,350 1,350 Nm 1,830 1,830 1,830

Barrel Heat Control
No. of Pyrometers (barrel/nozzle) 3/1 3/1 3/1 3/1 3/1 3/1
Total Heat Capacity kw 29.2 29.2 29.2 kw 29.2 29.2 29.2

Sled Pull-in Force ton 4.1 Tonf 3.7

Clamp Specifications
Tonnage ton 330 Tonf 300
Maximum Daylight in 50 mm 1,270
Max./Min. Mold Height in 26.4/7.9 mm 670/200
Max. Mold Wt. lbs 8,300 kg 3,765
Max. Clamp Stroke in 23.62 mm 600
Clamp Speed

Euromap Dry Cycle Time sec < 2.5 sec < 2.5
Platen Size in 40.55 x 40.55 mm 1,030 x 1,030
Tie Bar Spacing in 27.6 x 27.6 mm 700 x 700
Tie Rod Diameter in 4.72 mm 120
Ejector Stroke in 7.87 mm 200
Max. Ejector Force ton 8.5 Tonf 7.7
Max. Eject Speed in/sec 10.4 mm/sec 265

Machine Specifications
Length, Note 2 in 281.3 mm 7,144
Width in 74.1 mm 1,881
Height in 90.5 mm 2,298
Centerline Ht. in 55.1 mm 1,400
Shipping Weight lbs 33,700 kg 15,286

Electric Specifications
Input Power Source
230 VAC +/- 10% 3Ph 60Hz Std.
Power Machine kVA 49
Supply Optional Core kVA 11(10 Hp) or 16 (15 Hp)

Max. Total Capacity kVA 65
Machine Transformer Size kVA 75

Machine Requirements
Water (Feedthroat) 4 gpm @ 50 psi
Air 80 psi @ 20 cfm
Notes: 1) Limitations may apply in certain conditions 2) Working position with sled forward

Power
Supply
Capacity
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176.3mm 6.94
Air Connection

From Base Side

3687mm 145.1

698mm
27.5

1396mm
55.0

25° Swivel For Feed
Screw Removal

687mm
27.0

Inside Gate

851m
33.5
Inside
Gate

296mm
11.6

131mm
5.2

623mm
24.5

Machine/Hopper


From Side Of Base

3830mm 150.8

1527mm
60.1 Hopper    55mm

1179mm
Hopper    45mm

3314mm 130.5

980mm
38.6

Outside
Gate

1795mm
70.7

Outside
Gate 

424mm
16.7 Air Connection

Optional
Movable
Transformer

.75 NPT Water
Connections

P L A N

385mm 15.2
Sled Stroke

1253mm 49.3
Gate Opening

818mm
32.2

1400mm
55.1

2057mm
81.0

2298mm
90.5

Optional Core�
Pull Unit

460mm
18.1

278mm
11.0

1685mm 66.3
Top Of Feed Throat

820mm
32.3

 Top Of Base

2332mm�
91.8

879mm
34.6

7065mm 278.1 - 45mm; 7144mm 281.3 - 55mm Sled Forward

NT330 - 55mm Shown

7529mm 296.4 Including Sled Stroke

851.0mm
33.50

60mm+6
-6

2.4 +0.2
-0.2

922mm�
36.3

E L E V A T I O N Machine Length, Sled Forward
45mm 55mm
278.1 281.3

7,065mm 7,144mm
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1042mm 41.0

80mm
3.2

Optional�
Core Pull Unit

815mm 32.1

1881mm 73.8

1252mm 49.3

612mm
24.1

50mm 2.0
Mold Water

139mm 5.5
Mold Water

82mm 3.2 Mold Water

171mm�
6.7 Mold Water

1940mm
76.4
Robot
Mtg

1868mm 73.5
Top Of Strain

Rod

76mm
3.0

C L A M P E N D

Inch Thread
Ø 0.531, Thru
0.625-12 UNC-2B, Thru
(6) Places
Robot Mounting Holes

25.0mm 0.98

3.74mm 95.0

155.0mm 6.10

220.0mm
8.66

203.2mm
8.00

560.0mm
22.05

25.4mm 1.00 TYP

177.8mm 7.00 TYP

177.8mm
7.00

254.0mm
10.00

101.6mm 4.00  TYP

76.2mm
3.00

M16-6H (pitch=2.0mm Ref),
28.0 Deep
(8) Places

Optional Robot Mounting
Plate Includes SPI
Hole Pattern

R O B O T  M O U N T I N G
P A T T E R N

689mm 27.1
Electrical
Connect

175mm 6.9

I N J E C T I O N  E N D

130mm
5.1

130mm 5.1

Ø 108mm
4.3

240mm
9.4

195mm 7.7

M10mm 0.4 (4) Places

F E E D  T H R O A T
5 5 M M  I N J E C T I O N  U N I T
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700.0mm
27.56

700mm 27.56mm

1030.0mm
40.55

1030.0mm 40.55

76.2mm
3.00

127.0mm
5.00

177.8mm�
7.00

254.0mm�
10.00

330.2mm
13.00

431.8mm�
17.00

76.2mm 3.00

127.0mm 5.00

177.8mm 7.00

254.0mm 10.00

330.2mm 13.00

431.8mm 17.00

50.8mm 2.00

88.9mm 3.50

203.2mm
8.00

88.9mm
3.50

50.8mm
2.00

203.2mm
8.00

"C" Moving Platen

"B" Moving Platen

"A" Moving And Stationary Platens

D I E  S P A C E

Ø 120.0mm
4.72

563.1mm
22.17

Robot Option

600.0mm 23.62
Clamp Stroke

525.0mm
20.67 W/O
Robot Option



470.0mm 18.50
Mold Height
Adjustment

80.2mm
3.16

426.1mm
16.78

851.0mm 33.50

179.2mm 7.05

70.0mm 2.76

4.8mm 0.19
Nozzle Protrusion

200.0mm
7.87

Min Mold
Height

1270.0mm 50.00 Max Daylight

200.0mm
7.87 Eject

Stroke
197.0mm 7.76
Distance To K/O
Bar Face At
Max Eject Stroke 

Ø 101.600mm +0.050
0

4.0000 +0.0019
-0.0000

Moving Platen Stationary Platen

P L A T E N

Hole Description

"A" 0.625-11 UNC-2B 1.22" DP (108) Holes Each Platen

"B" Ø27.0 Thru (12) Holes
Corresponding Holes In K/O Ø0.562" Thru (12) Holes

"C" Ø46.0 Thru (1) Hole
Corresponding Hole In K/O 0.500-13 UNC-2B Thru (1) Hole




