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SCHMIDT ® ServoPress / TorquePress
Manual Workstation with Light Curtain

SCHMIDT ® ServoPress / TorquePress manual workstations are deli-
vered ready for operation with press base, transparent protective 
guarding and light curtain. These systems are single workstations, 
which can be delivered with all SCHMIDT ® ServoPress / Torque-
Press modules.

Included in the scope of delivery are:
 SCHMIDT ® ServoPress / TorquePress module mounted on

 a frame
 SCHMIDT ® PressControl 600 or PressControl 5000 with  

 pendant arm system
 Press base PU10
 Transparent protective guarding with light curtain
 Distance light curtain adjustable in order to ensure a safe

 distance to the tool
 Auxiliary control cabinet

All systems are EC type-approved
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Workstations SCHMIDT ® ServoPress
With Force Outputs from 15 N to 150 kN / ounces up to 33,720 lbs.

ServoPress Type 405 415 / 416 417 420 450 / 460

Dimensions - single workstation
Width B inch ~ 44.09 ~ 44.09 ~ 44.09 ~ 44.09 ~ 44.09
Depth T inch ~ 35.03 ~ 35.03 ~ 44.88 ~ 44.88 ~ 44.88
Height H min. inch 74.01 74.01 87.79 103.54 110.62
Working area inch ~ 33.46 x 27.55 x 25.59 ~ 33.46 x 27.55 x 25.59 ~ 33.46 x 27.55 x 25.59 ~ 33.46 x 27.55 x 25.59 ~ 875 x 38.58 x 25.59
Ram center - light curtain inch 12.60 12.99 10.95 - 14.57 12.99 - 16.92 14.56 - 18.50
Weight approx. lbs 672 685 860 1,256 1,740

ServoPress Type 405 415 / 416 417 420 450 / 460

Frame
Throat depth C inch 5.11 5.11 5.90 6.29 6.29
Table bore D  Ø mm 20H7 20H7 40H7 40H7 40H7
Working height F inch 9.84 11.81 15.23 20.27 20.15
Table height K inch 3.66 4.44 5.03 6.10 7.48
Table size B x T inch 6.29 x 5.51 8.66 x 6.88 9.84 x 7.87 11.81 x 8.66 14.56 x 9.05
Mounting surface inch 6.29 x 13.58 8.66 x 15.94 9.84 x 18.11 11.81 x 22.16 14.56 x 25.00

O  Ø inch 0.35 0.43 0.43 0.51 0.51
SL 1 inch 1.96 3.14 3.14 3.34 3.74
SL 2 inch 8.66 9.84 9.84 11.81 13.77
SL 3 inch 1.96 1.96
SL 4 inch 13.77 15.74
SL 5 inch 12.79 15.35 16.92 20.78 23.62
SL 6 inch 13.58 15.74 18.11 22.16 25.00
SH 1 inch 20.07 24.80 30.70 42.51 41.33
SH 2 inch 40.00 43.30 56.29 72.24 80.70
SB 1 inch 5.51 7.87 8.66 11.02 13.77
SB 2 inch 6.29 8.66 9.84 11.81 14.56
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Detailed dimensional drawings can be downloaded: www.schmidtpresses.com
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SCHMIDT ® ServoPress / TorquePress
Typical Automation System Design

When integrating the SCHMIDT ® ServoPress / TorquePress into 
assembly	lines,	cable	lengths	need	to	be	specified.	Please	indicate	

the cable lengths according to the table shown when making inquiries 
or orders. The following diagram shows the wiring.

CAN1 cable

CAN2 cable CAN2 cable

Switch Cabinet

Safety Cable 15 pole

Load resistance 120 OhmCAN1 cable

Mains supply Cable

Mains supply cable

ServoPress /
TorquePress
last module

ProfiBUS DP

Control line bracket

(Control button)

Mains Cable bracket

Load resistance 120 Ohm
or connection of a bus coupler

either or

ServoPress /
TorquePress

module 1

PressControl 
5000

CAN bus Coupler with Addition I / 0
for controlling other peripheral devices

or the interface to host control unit

e.g. CANopen PROFINET-Gateway
for connection to system control

with PROFINET connection

Cable Designation Standard Length Maximum Length Desired Length

PressControl 5000 -> ServoPress / TorquePress module 1
CAN 1 / 2 10 ft max. 82 ft all together
Modul 1 -> module"N"
CAN 1 / 2 10 ft max. 82 ft all together
Switch cabinet -> PressControl 5000
- Main cable 13 ft
- Control line 13 ft
Switch cabinet -> ServoPress / TorquePress Modul 1 ... "N"
Safety cable 16.5 ft
Switch cabinet -> module 1 ... "N"
- Bus or interface cable 10 ft max. 82 ft all together


