
 

 High-Speed Professional Desktop Printers 

 Fast – Up to 30,000 pieces per hour 

 3" (3600P) or 4" (3800P) of Print in one pass 

 HP-45 Cartridge Technology 

 Windows
TM

 Compatible through Parallel or USB port 

 Solid Steel Construction 

 Use offline with folder, inserters and other mailing equipment or with  

Astro's Friction or Vacuum Shuttle Feeders 

 Available in right-to-left or left-to-right operation** 

**Must be specified at time of order. 

AstroJet
TM

 3600P/3800P Printers use reliable HP-45 technology to print sharp addresses, graphics, logos 

and barcodes on envelopes, postcards and more. Designed for use with other mailing equipment or with 

Astro's optional Friction or Vacuum Shuttle Feeders. Built to last with solid steel construction. Right-to-Left, 

or Left-to-Right Operation, Feeders, and Conveyor are also available. 



 

PRINT 

TECHNOLOGY 

3600P: 6 HP 51645A Inkjet Cartridges 

3800P: 8 HP 51645A Inkjet Cartridges 

ADDRESS SPEED Up to 26,000 #10 Envelopes/hour 

PRINT QUALITY 

(Dots Per Inch) 

High Quality: 600 x 600 dpi 

Standard Quality: 600 x 300 dpi 

Letter Quality: 600 x 200 dpi 

Draft Quality: 600 x 150 dpi 

IMAGE AREA 3600P: 3" x 17" (76.2 mm x 431.8 mm) 

3800P: 4" x 17" (101.6 mm x 431.8 mm) 

PRINT 

ORIENTATION 

Normal and Reverse 

FONTS All TrueType fonts available on PC 

PRINTS Prints graphics, logos, and barcodes 

MATERIAL SIZE Minimum: 3" x 5" (76.2 mm x 127 mm) 

Maximum: 13.5" to 17" (342.9 mm x 431.8 mm) 

MATERIAL 

THICKNESS 
Up to 3/8" (9.5 mm) 

FEEDER Optional 

PRINT COLORS Standard and Versatile Black, Red, Blue, Green, and Yellow 

INK Water-based. May require drying assistance for coated stock 

SOFTWARE  Windows
TM

 Compatible Printer Drivers 

PC INTERFACE Centronics Parallel or USB* 

COUNTERS One operator resettable job counter, one permanent lifetime counter 

DUTY CYCLE 1.25 million addresses per month over a 5-year life cycle 

(75 million total) 

DIMENSIONS 11.5" H x 30" L x 23" W  

(292 mm x 762 mm x 584.2 mm) 

WEIGHT 90 lbs. (40.9 kg) 

ELECTRICAL AstroJet
TM

 3600P or 3800P: (115VAC, 50/60 Hz) 

AstroJet
TM

 3600PE or 3800PE: (240VAC, 50/60 Hz) 

OPTIONS Left-to-RIght or Right-to-Left Operation, Stand, 

Conveyor/Stacker and Feeders 

Specifications are subject to change without notice. 


